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ABSTRACT 


A high-frequency transducer which gives usefully uniform 
radiation into a half space is required for use as a target 
locator in an underwater acoustic range. Phase and amplitude 
shading of a two-element transducer consisting of a central 
circular piston and a concentric annular ring has been pro- 
posed to meet the requirement. A transducer resonant at 74 
Pace buumsceatedein terms of wave length to 25 kHz in the trans- 
verse dimension has been constructed and tested at both fre- 
quencies. Exceptionally wide radiation patterns with major 
lobe widths of the order of 150 degrees (10dB down) were ob- 
tained. At the scaled frequency computer model predictions 
based on simple theory agreed well with the measured radiation 
patterns. At the resonant Prequener, however, predicted secon- 
dary lobe details were not found in the patterns. These dis- 
crepancies have been attributed to the non-uniform motion of 
the radiating surfaces due to mutual coupling effects through 
the transducer structure and the transmission medium. In 
Spite of these minor problems associated with the prototype 
transducer, promising results have been obtained and have 


shown the design concept to be a valid and viable one. 
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eve RODUCT LON 


Target-mounted sound sources are commonly used in 
conjunction with fixed ocean bottom hydrophone arrays to 
obtain target position on underwater ranges. The use of an 
essentially non-directional source on the target is desir- 
able in order to insonify a large volume of water. This 
ensures that in the case of a long base line, range-range 
system sufficient numbers of hydrophones are insonified and 
in the case of a short base line, range-bearing system, at 
least one array will receive an adequate sound level from 
any point in the range. 

Consideration of the geometry involved in tracking an 
underwater vehicle with ocean floor mounted hydrophones 
meveals that the slant range from the vehicle to the 
receivers may be an order of magnitude greater than the 
distance from the vehicle to the ocean bottom. This would 
Suggest that more acoustic energy from a source mounted on 
the underbody of a target should be directed obliquely with 
a relative minimum transmitted vertically downward. For 
example, given a target 200 meters above the bottom in an 
acoustic range where the distance between hydrophone arrays 
is 2000 meters, the maximum slant range, r, from the vehicle 
to the array would be 1020 meters. Assuming a sound fre- 
fmemcy of 75 kHz, for which the absorption coefficient in 
Peemiyater, @, 15 about 0.03 dB per meter, the transmission 


ieee TL, to the array may be calculated [Ref. 1]. 


ol 





Me 20 loc ¢ + ar 


The transmission loss at the maximum range would be 91 dB 
and at the minimum range of 200 m approximately 52 dB. In 
order that roughly equivalent energy be received by the 
array under these extremes of position, the directional 
properties of the target-mounted sound source must be such 
to compensate for this 40 dB difference in transmission 
loss. This requirement, modified by consideration of the 
pitch and roll motions of the vehicle and the undesirable 
Meecers Of Slirface reflections, has led to the practical 
specification that the source radiate uniformly within 

a conical volume approximately 150° wide centered on the 
axis of the transducer oriented vertically downward. A 
mepical pattern specification is shown in Fig. l. 

In the past the requirement for such a broad radiation 
pattern has been met quite satisfactorily by a pop-out 
mpEivcdieer Utilizing a spherical piezoelectric ceramic 
element. The beam pattern shown in Fig. 2 was obtained 
from such a source. At low speeds, the hydrodynamics of the 
test vehicles is not greatly affected by the protruding 
pop-out transducer. However, the performance of high-speed 
Wittelesmusmservously affected and a requirement exists 
for a flush-mounted, broad-beam, high-frequency source 


transducer. 


1, 





some appreciation of the magnitude of the problem may 
Peegained by considering the specification in Fig. 1. If 
Ome attempts to use a circular piston to meet this require- 
Deere One Linds that the required directivity, D, is approxi- 
fey 4. Directivity may be related to frequency and 


buston radius [Ref. 1]. 


2 
7 (ka) 
2 1-J, (2ka)/ka 1.1 


Pe oekiiz. this results in a piston diameter of approximately 
imeeemcentimeters, Note also that the sound pressure level 
required at one meter is 93 dB re 1 microbar. This corre- 
sponds to a sound pressure, p, of approximately 4.5 x 10° 
iiterobarS On the axis at one meter. This pressure along the 
axis and a directivity ratio of 4 requires an acoustical 
power of 35 watts and, assuming uniform radiation over the 
surface of the piston, a required intensity, I, at the 
Peston Surface Of approximately 2.75 x Lee watts/m¢, 


Primus mIntensity to pressure at the piston face 


[Ref. 1], 


where poc is the specific acoustic impedance, leads to a 
requirement for an rms pressure in excess of six atmospheres. 


At such high intensities and pressure levels, cavitation and 


We 





Other undesirable physical phenomena would occur. Thus a 
solution to the problem utilizing a smail single-piston 
transducer appears to have some important limitations and, 
therefore, an alternative approach should be sought. 

The intent of this study has been to develop a flush 
mount transducer concept capable of generating broad beam 
patterns at high frequencies, to build and test the proposed 
transducer, and to determine whether a conventional computer 
model may be used to predict the directional properties of 


the transducer. 
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Pee ieOne | 1CAL CONSIDERATIONS 


Polmletearttraction theory [Ref. 2] suggests a means of 
achieving a desirable beam pattern while still maintaining a 
flush profile for the transducer face. This theory relates 
a spatial distribution function of pressure amplitude to a 
Spatial frequency function which in turn is related to a 
radiation pattern function. Thus from a known aperture 
Peemrauton the Gadiation pattern may be determined uniquely. 
Similarly, given a desirable radiation pattern a correspond- 
imemaperture function may be found. 

Consider an ideal, one-dimensional piston driven 
metoummly. The aperture excitation of this piston may be 
meapeesented by the spatial function A(x) shown in Fig. 3a. 
This spatial amplitude function and the resultant spatial 


frequency function B(s) are a Fourier transform pair 


demmned DY : 
B(s) = f A(x) exp (-jmsx)dx Zone 
Aperture 
and Mowe-=) BCS) exp (j2mxs)ds ee 


Further, as spatial frequency, s, is defined in terms of 
miilar position from the x = 0 axis, 9, and wavelength, 


A, by 


Ae 





Miere EX1StS a one-to-one relationship between B(s) and the 


imiabacion pattern B(8). From Equation 2.1, 
B(6) = f A(x) exp (-j2n9x) ax 2.4 
Aperture 


oimecaiplcemuom the piston excitation function in 
meeremod, the resultant radiation pattern function, B(6) is 


Geeene form: 


: TAG 
Sin aa 
1 A® 
A 


feesnown in Fig. 3b. 

If one considers two aperture excitation functions 
Superimposed on each other, linearity of superposition 
permits expression of the resultant beam pattern as the sum 
of the individual beam patterns. For example, let the 
aperture function of a two-element transducer be that 
Bepresented by Fig.4a. This function may be decomposed 
ieee Sum OL the two spatial functions shown in Fig. 4b. 
The beam patterns of these two functions are obtained by 
Fourier transformation and are shown in Fig. 4c. The 
Paiemueseamenatterm, which is the sum of these two, 15 
Soown in Fig. 4d and is seen tc be, in one dimension, 
Eeetctly the sort Of pattern required. Pressure on the 


axis may be controlled by amplitude shading and the shape 


18 








of the main side lobes controlled by the dimensions of the 
two radiating elements. 
The extension to a two-dimensional aperture may be 


made by means of the two dimensional Fourier transformation, 


eS) 
BCS 50) dial A(x) A(y) e dxdy DAE 
Aperture 


For the case of a circular piston of radius a, moving 


Memeeonmly with a velocity Uoes ®t. in an infinite baffle, 
evaluation of this integral leads to the familiar far- 
field pressure amplitude [Ref. 1]: 

Oey ka? 2J,. (kasin® 

Oo” O i 


a 2 | kasin0 | 2.6 


where 6 angle from the normal to the piston, 
k = propagation constant 
OC = acoustic impedance 
r = range 
Normalizing this expression to the axis pressure and 


relating to a reference pressure of unity results in the 


usual beam pattern relation: 


2J, (kasin6) 


IES 


Now, considering a transducer in which an inner circular 
prston of radius as» 1s driven with uniform motion, U., 
madeean outer annulus of radii ao and ai (where ao > aos) 


is driven with uniform motion U,» the normalized beam 


pattern function may be found by superposition to be: 


2J, (ka sin6) 2J, (ka, sin®) 


CG ss 20) 1G Lah es remarry - OU = oy - po 
O OL 
a oi eels 7 
" “i “i ka,sino 


where the plus sign is used for relative motion in phase and 
the minus sign for relative motion 180 degrees out of phase. 
Appendix A contains a computer program utilizing 
Equation 2.8 which may be used to predict the normalized 
poumampnhessure levels as a function of angle for a two- 
Cleientetransducer, of the type previously described, 
Menatime im a plane infinite baffle. In this project, 
this program has been used to develop a transducer configura- 
tion to meet the requirements of the underwater range sound 
source. Johnson [Ref. 3] developed what would appear to be 
aeiGre realistie model for predicting the radiation pattern 
Pemimeeransdicer Of Similar geometry operating in a finite 
cylindrical baffle. While his program was developed spe- 


Seercaliy tor this problem, it has the disadvantage of 
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requiring significantly more computer time and for this 
reason has not been used as a design tool. 

Having obtained a viable theoretical basis on which to 
proceed, the thrust of this project has been an attempt to 
validate the concept of transducer radiation pattern shaping 
using phase and amplitude shading. A transducer using two 
@eeaxsally mounted circular radiators, one a circular piston 
and the other a concentric annulus, has been built and beam 
patterns obtained for several amplitude shading ratios. 
Phase shading has been limited to driving the radiators 
electrically in phase and 180 degrees out of phase. The 
second objective has been to determine the accuracy with 
Women the simplified program model predicts the beam pat- 
terns obtained. Remembering the model assumptions of uni- 
form motion and plane infinite baffling, discrepancies 
between the model predictions and those measured were to 
be expected. Motion of the radiating faces would be 
expected to be affected by mutual coupling both through the 
medium and the transducer structure. These problems have 


been studied and are reported on in the following chapters. 
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Pie XPERIMENTAL PROCEDURES 


A. TRANSDUCER DESIGN AND CONSTRUCTION 

iMiemabyeetive @f this experiment was the construction 
of a transducer which could be used to verify both the 
concept of, and the program model for, radiation pattern 
shaping by phase and amplitude shading. The transducer 
configuration chosen was that of the model described in the 
eevrous Chapter. 

Initially it was hoped to build a transducer resonant 
at 75 kHz with a transverse dimension of the order of one and 
a half wave lengths. This dimension was selected as a 
reasonable compromise to minimize flexural motions and 
still meet the high acoustical power requirements. However, 
material availability precluded this approach and it was 
feeraed tO Construct a transducer scaled dimensionally 
faethe transverse direction to 25 kHz (A = 6 cm). Scaling 
was justified in that the "ka" term in Equation 2.8 was 
kept constant. 

A number of one quarter inch long, one inch diameter 
piezoelectric ceramic disks was available. These were 
found to have a first longitudinal half wave resonance at 
approximately 312 kHz. Since this frequency was much 
iMeteneatiian desired it Was decided to operate in a quarter 
wave length resonant mode. Even with mass loading it did 


Weteappear to be feasible to design for a resonant 
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frequency of 25 kHz so a compromise was reached which 
designed for a longitudinal resonant frequency of approxi- 
mately 70 to 80 kHz. 

lieomccometmy selected for the radiating faces was also 
a compromise. It was decided that the inner piston should 
be driven by a single ceramic disk and the outer annulus 
by six disks. While a minimum radiating area was desirable, 
the physical requirement for clamping bolts to hold the 
fomieomwiti the piezoelectric ceramics in compression and 
the one inch diameter of the disks necessitated relatively 
large radiating faces. There was also a requirement that 
the mass loading of each ceramic element be approximately the 
same so that common resonant frequencies would result. The 
end product was the configuration shown in Fig. 5. 

The transducer elements were constructed as shown in 
Fig. 6. Each ceramic disk was sandwiched between engraved 
printed circuit board material which allowed for a good 
electrical contact and a good mechanical coupling through 
the non-conductive fiberglass. The metal radiating faces 
were then applied and the whole secured in compression to 
the aluminum cannister shaped housing shown in Fig. 7. 
Counter-sunk screwheads in the radiating faces were filled 
tees iver epoxy to give a plane conducting surface. Three 
cable ways were drilled through the housing to allow cable 
connections to be made in the water-tight area between the 
housing and the aluminum backing plate, Fig. 8. Ceramic 


elements driving the outer annulus were connected in 


thes 





merallel, The ceramic disk driving the inner piston was 
Sennected independently allowing for separate control of 
Sfeneradiating face. Shielded two-connector cables for 
each radiating face were passed through separate water-proof 
cable glands. A valve was fitted to the backing plate to 
muvee tOr O11 filling and air evacuation. 

On completion of assembly the radiating faces were 
covered with a 1/32 inch neoprene sheet shown in Fig. 9a 
and attached with the securing ring in Fig. 7. The trans- 
ducer was checked for water-tight integrity and then charged 
With oil. Air evacuation was accomplished under a vacuum. 


The assembled tranSducer is shown in Fig. Qb. 


B. ELECTRICAL ADMITTANCE MEASUREMENTS 
On completion of the transducer building phase, 
electrical admittance measurements were taken at the 
terminals of the inner and outer transducer elements to 
determine their behavior when driven electrically in and 
out of phase. Data were obtained in water and in air to 
determine the effects of radiation loading. 
Towobtain the admittance curves in a convenient manner 
the following items of test equipment were used: 
Hewlett Packard 3590A Wave Analyzer 
Hewlett Packard 3594 Sweeping Local Oscillator 
Hewlett Packard 467A Power Amplifier 


Hewlett Packard 400E Voltmeter 
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Dranetz Type 100C Impedance/Admittance Meter 
Varian F100 Recorder 
The equipment was set up as shown in Fig. 10. 
Admittance data as a function of frequency were 
obtained under differing phase and loading conditions. 
The results are shown in Figs. 11 through 19. The 


primary resonances obtained are summarized in Table I. 


TABLE I 
RESONANT FREQUENCIES 


Phase Shading Outer Ring Inner Ring 

(Degrees) (kHz) (kt ) 
180 SiOhe2 05.5 
180 63.4 OZ 
180 | 69.3 68.2 
180 74.2 74.0 
180 77 Oe 78.6 
180 99.6 AS 

0 Oe dl Sota 

0 Oe Oar 5 

0 OSs 69.4 

0 74.3 74.0 

0 76.9 Ono 

0 oS ei 104.5 


om 





The number of resonances obtained for each experimental 
Situation was indicative of the mechanical complexity of the 
system. Subsequent measurements of displacement determined 
mmc Only the resonances at 56, 63 and 74 kHz were strong 
longitudinal resonances; the remainder are assumed to have 
been radial modes. 

Radiation loading was found to have no effect on the 
resonant frequency values although admittance values for 
the longitudinal resonances were changed. This was as 
expected due to the damping effect of the transmission 
medium. Phase reversal of the inner ring had little effect 
on the outer ring but the converse was not true. At 74 kHz 
a negative resistance was measured at the inner ring when 
the outer ring was driven 180° out of phase whereas a large 
Neotel ve resistance had been noted with zero phase shading. 
This led to the conclusion that the dynamic properties of 
the outer annulus were largely responsible for those of 
@iemeransdaucer 2S a whole. 

On the basis of these data, it was decided to use 
74 kHz as the resonant frequency for subsequent measurements. 
While 25 kHz was to be used as the modeled frequency, the 
admittance measurements show it to be a good value for 
studying the off-resonance properties of the transducer 


as well. 
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C. RADIATION PATTERN MEASUREMENTS 

The objective of this experiment was to measure the 
Mmaabation patterns of the transducer at the frequencies of 
omterest, 74 kHz and Z5 kHz. Phase and amplitude shading 
were applied and the resultant changes in the patterns 
noted. The measured patterns were compared with those 
Meedieted by the Simple theory in order to validate the 
model's usefulness as a design tool. 

Several special items of apparatus were required to 
facilitate radiation pattern measurements. A 13-inch 
diameter plane circular baffle of half-inch aluminum plate 
was manufactured initially but during testing was found to 
be radiating strongly due to mechanical coupling with 
the transducer housing. A modified octagonal baffle of 
maximum dimension 12 inches was made using half-inch 
balsa wood sheet sandwiched between 1/16 inch thick aluminum 
plates. When mounting the baffle to the transducer no 
metal-to-metal contact was allowed and it was found that 
Pitscearrangement apparently did effectively decouple the 
transducer and the baffle. 

Lena rloweroreraprad plotting ot the beam patterns an 
automated mechanical method for rotating the transducer and 
baffle was required. A fractional-horsepowcr motor was 
used to drive the assembly through a gear train with an 
ceurical potenciometer which produced a J.C. voltage 


Proportional to angular position. This arrangement is 
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meeechcd in Fig. 19. The D.C. signal was applied to the 
x axis of a standard plotter EOmcMerdbce tne ldbscaSsd OF 
the beam patterns. 
The following standard items of test equipment were 

also used: 

Hewlett Packard 204C Oscillator 

General Radio 1192B Frequency Counter 

General Radio 1396A Tone Burst Generator 

40 dB Gate 

PormisconsoZ0ob N.C. Power Supply 

Hewlett Packard 407A Power Amplifier 

Krohn Hite DCA 50R Power Amplifier 

LC10 Hydrophone 

Hewlett Packard 465 Voltage Amplifier 

Krohn Hite 3202R Band Pass Filter 

Hewlett Packard 450A Voltage Amplifier 

Emvedtope Detector 

PAR 160 Boxcar Integrator 

Hewlett Packard 7561A Logarithmic Converter 

Hewlett Packard 7035B X-4 Recorder 

Tektronix RM45A Dual Trace Oscilloscope 
The equipment was connected as shown in Fig. 20. The 
transducer and hydrophone were located in the anechoic 
tank with the hydrophone in the far field. 

Beam patterns were taken using a pulsed mode of 


operation in order to minimize the effects of standing 
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moves in the tank and to eliminate the effects of surface 
reflections. In the pulsed mode, the direct path pulse 
meeoe readily identifiable so that the Boxcar Integrator 
could be gated to generate a D.C. voltage proportional to 
miemaverape amplitude of that pulse only. This output was 
fed to a calibrated logarithmic converter which then 
generated the ordinate of the beam pattern in decibels. 

Data were taken at 25 kHz using a 0.64 millisecond 
meet with a pulse repetition frequency of approximately 
ieeeanz, and at 74 KHz using a 0.21 millisecond burst with 
ameuise repetition frequency of approximately 50 Hz. The 
transducer and baffle were rotated at six degrees per 
Second. 

The back faces of the transducer and baffle were coated 
with a foamed polyurethane material to reduce radiation 
mametiese Surfaces. At 25 kHz, high driving voltages (a 
base voltage of 30 volts peak to peak compared to 10 volts 
peak to peak at 74 kHz) were used to improve the signal-to- 
mese bacio. A drop in the ambient noise level due to 
shut-down of machinery in the testing lab and some water 
infusion into the pressure release material combined to 
eeewpatterm Structure in the back hemisphere of the 25 kHz 
patterns. 

The radiation patterns under varying phase and amplitude 
Shadings are reproduced in Figs. 21 through 24 for the 


fea eedatasand in Figs. 26 through 31 in the 25 kHz case. 
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The patterns in Figs. 25 through 27 and 32 and 33 were 
taken to determine the frequency dependency of the patterns. 
For the patterns obtained at 25 kHz and 74 kHz the model 
jeedactions are also plotted on the respective figures. 

mire, Tesuetsecleanly show the effects on the radiation 
patterns of phase and amplitude shading. While the 
position of the lobes apparently was determined primarily 
by the geometry, the relative amplitudes of the main lobe 
and secondary lobes could be shaped at will. Phase shading 
of 180 degrees lowered the relative amplitude of the central 
meiicme increasing the ratio of voltage to the inner radiator 
Pemeeiiate OL the outer radiator further lowered the central 
lobe, although a limit was reached after which the central 
lobe fused with the side lobes to give a uniform wide main 
beam. This performance is essentially consistent with that 
meotrcted by the theory. The pattern obtained at the scaled 
fMmcamency Of 25 kHz, using a voltage ratio of 3:1 and 180- 
degree phase shading is especially noteworthy in that, in 
Spite OF a non-Optimum geometry, it closely fits the require- 
ments of the radiation pattern specified in Fig. l. 

Unfortunately the results also clearly showed that the 
model predictions were inadequate in the secondary lobes, 
especially at the higher frequencies, and in the main lobe 
at the higher amplitude shadings. Some discrepancy was 
aMtieipated in the secondary lobes due to the suspected 


fem untrorm motion Of the radiating faces, so these results 
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were not too surprising. However, since the design concept 
appeared to be promising, it was decided to investigate 
Miner the operation of the transducer to try and explain 
miemback Of agreement between the model and the physical 
results. The remaining experimental phases were directed 
toward this end. 

The details of the radiation patterns were observed 
to be quite frequency-dependent even within a band width 
of ten percent. This was not unexpected but did reinforce 
miempelief£ Chat a production transducer would have to be 
mechanically simple in order to insure that the resultant 
Peieectn at the operating frequency could be reliably 


Reproduced. 


D. THREE PORT EQUIVALENT NETWORK MEASUREMENTS 

Since it was expected that mutual coupling between the 
elements, both through the transmission medium and through 
the transducer structure itself, Rouid affect the motion of 
Micmradtators, the first step in testing the computer model 
assumptions was to obtain some measure of the extent of 
these effects. The transducer was considered to be a three 
port linear passive network with two electrical ports and 
Smee acoustical pont. Ihe procedure in this experiment was 
mmorive: Onewelectrical port and measure the effect at the 
other, both in air with the acoustical port unloaded and 


iiewater With it loaded. 
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The interpretation of the transducer three port is 
mmistrated in Fig. 34. Ports one and two are the electri- 
cal terminals to the transducer elements in the inner and 
meeeGeranes, respectively. Port three is the acoustical 


port. The impedances Za: Z Zand Z are the internal 


ee” 

equivalent electrical impedances for each radiator. The 
backing impedance 2» represents the mechanical impedance 
which couples the back side of each transducer element 

and depends in part on the action of all elements. 

Similarly the radiation impedance Zp has both self and mutual 
components. No attempt was made to evaluate each of these 
impedances since only an estimate of their gross magnitude 
and interrelationship was required. 

Ten volts rms were applied to the input electrical 
Bomanal ana the voltage at the output electrical port 
measured. The results obtained are summarized in Table ITI. 

The data reveal that the inner ring is strongly influ- 
enced by the outer ring. This confirms the same conclusion 
reached as a result of the admittance measurement. It is 
apparent that there is strong coupling through the common 
Pecwumee plate Of the radiation elements, so strong, in fact, 
that the effects of the mutual radiation impedance are 
quite overshadowed. It is concluded from these measurements 
that the operation of the transducer was very likely not 
in accordance with the assumptions of the model and that 
actual displacement measurements ought to be made to 


quantify the non-uniformity. 
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Eee DISPLACEMENT MEASUREMENTS 

inewobjective Of this experiment was to obtain displace- 
ient amplitude and phase information as a function of 
position on the radiating faces of the transducer. While 
memwould have been desirable to obtain such information for 
operation in water and in air, instrumentation availability 
precluded measurements in water. The air measurements 
necessitated removal of the neoprene cover of the transducer. 

Measurements were made using a capacitive displacement 
probe similar to that described in Ref. 4. The probe dimen- 
Sions are shown in Fig. 35 and are seen not to be small 
relative to the dimensions of the radiating faces. This 
limited the fineness of detail to which the displacement 
field could be measured since fringe effects near the edges 
of the faces strongly affected the probe readings. To 
obtain displacement data, the probe was piaced on the trans- 
ducer face. A resilient gasket 0.2 mm thick, attached to 
Eiemeuter ring or the probe, served to control the spacing 
between the transducer and the other electrode of the 
probe. The gasket provided sufficient mechanical isolation 
Fomacemot to load the transducer faces. No attempt was 
made to calibrate the probe since only relative motion was 
we concern. 

fncaettion to the probe, the following items of test 
equipment were used: 

hewletterackanrass590A Wave Analyzer 


Hewlett Packard 3594A Sweeping Local Oscillator 
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Hewlett Packard 467A Power Amplifier 

Krohn-Hite DCA50R Power Amplifier 

miwec 520 B Power Supply 

Altec 526 Microphone Preamplifier 

Hewlett Packard 450A Voltage Amplifier 

LooOlimnwue oS2U2kReBand Pass Filter 

Dranetz Series 305 Phase Meter 

fPewleut Packard 120B Oscilloscope 
iittescequipment was set up in accordance with the block 
diagram in Fig. 37. 

Relative displacement amplitude and phase for the 
po wtboms identified in Fig. 36 are shown in Figs. 38 
through 43 for varying amplitude and phase shadings at the 
meeduency Of interest. The results are summarized in 
ile 111. | 
Peameamepemsecn Clearly that, especially for the outer 

annulus, the motion was not uniform. It can also be seen 
that the assumed amplitude and phase shading was not being 
achieved although at the higher amplitude shading ratios 
the control was better. As the measurements were made in 
altewicie thie transducer unloaded, 1t 1s assumed that these 
problems were due largely to the coupling effects through 
the transducer structure and flexural resonances in the 
outer annulus. The position of the securing bolts is seen 
to have also affected the displacement data. A strong 


symmetry existed at resonance which was not present at 
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25 kHz. This suggests that the motions of the transducer 
will be more uniform and more easily controlled when operated 
at a longitudinal resonance. From these data, it is apparent 
that for a production transducer design steps should be 
mikemoinm Order to reduce coupling between the inner and 
outer vibrators and to minimize the effects of flexural 
tesonances in the outer annulus. 

While data were only obtained in air, it has been assumed 
that had it been possible to make measurements in water 
a similarly non-uniform displacement field would have been 
Mmoeede Failure to achieve uniform motion was likely the 
more soreatest Contributing factor to the disagreement 
between the predicted and measured radiation patterns. The 
Mmmmere battle size also may have affected the secondary 
lobe structure as may have transient effects in the pulsed 
mode which were not investigated as displacement data could 


Only be obtained in a continuous mode of excitation. 


Pee eAkR Pee LD PRESSURE MEASUREMENTS 

As a final test of the performance of the transducer, 
it was decided to obtain near field pressure amplitude and 
phase data which would be used in two ways. It would be 
indicative of the effectiveness of the amplitude and phase 
Peacimgmortethe Imput voltages in controlling the aperture 
runcitonw and, Using a program developed by Crawford [Ref. 5}, 
imine teld radiation pattern would be predicted using 


Tetiaeenear field pressure data. 
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Utilizing the following items of test equipment the 
Experiment was set up as shown in Fig. 44. 
ewlett Packard 204C Oscillator 
General Radio 1192B Frequency Counter 
General Radio Type 1396A Tone Burst Generator 
40 dB Gate 
Harrison 6205B D.C. Power Supply 
Hewlett Packard 467A Power Amplifier 
Krohn Hite DCA 50R Power Amplifier 
Taeroninohii4oe Oscilloscope (Dual Trace) 
Peon yaroplone 
Hewlett Packard 465A Voltage Amplifier 
igohmmerte s202R Band Pass Filter 
Peimeezmenase Meter serres 3505 
Hewlett Packard 120B Oscilloscope 
Hower ackoandas4055 Voltmeter 
since the phase meter responded to only continuous wave 
excitation, data taking was limited to this mode. Relative 
phase and amplitude were obtained at points one cm apart 
a distance of 0.5 cm from the face of the transducer along 
the horizontal diameter. The transducer face was directed 
avevestom tne air-water surface in order to reduce effects 
of surface reflections. For various amplitude and phase 
Shacumesetne results obtained at 74 kHz and 25 kHz are 
Shown in Figs. 45 through 50 and are summarized in Table IV. 
The results showed good axial symmetry at least across 


Vimar al snOnrtzontal diameter, At 74 kHz, although 
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voltage amplitude shading led to similar pressure amplitude 
shadings, relative voltage phase shading did not produce 
the same mean pressure phase shading except at the higher 
voltage ratios. This result was similar to that noted for 
Maemcasplacement measurements in air. The increase in 
wellative pressure amplitude of the center radiator at 
25 kHz was attributed to constructive interference due to 
the approximate half wave length spacing between the 
centers of the radiating faces. 

Using Crawford's program, the far field radiation 
poeeemn was produced for one set of data at 74 kHz. On 
the main lobe, the pattern agreed well with that obtained 
experimentally. Secondary lobe structure, however, agreed 
more closely with that also predicted by the author's pro- 
gram model. As this tended to cast some doubt on the validity 
Semetemmedastired radiation patterns, these were rerun. Both 
in pulsed and C.W. modes the patterns obtained were essen- 
tially identical with those measured earlier. An assumption 
of Crawford's model that the pressure be measured at a 
sufficient distance from the face of the transducer so that 
plane wave motion may be approximated was not entirely valid 
in this case. An additional condition that pressure 
amplitude be measured radially until the value dropped by 
hMmabewas snot ft£Ully met, Failure to meet these criteria 
might explain the discrepancies. It is also feasible that 
radiation from the baffle was still a problem. In any sub- 
sequent work using the baffle, this possibility should be 
& Laban crete 
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fimMm@cmenc xesponse Of the aperture function to the 
electrical control was not completely linear, it was shown 
to be controllable. The near field pressure data confirm 
that the transducer can be manipulated to obtain a desired 
meereure tunction. This effectively validates the design 


Semcept used. 
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V. CONCLUSIONS AND RECOMMENDATIONS 


As a result of this investigation, it has been shown 
that the proposed approach to the design problem posed by 
the underwater acoustic ranges is a viable one. Simple 
phase and amplitude shading of a transducer constructed of 
fom adiating elements, an inner circular piston and an 
outer concentric annulus, has been used to generate a 
desirable radiation pattern. At the scaled frequency of 
25 kHz using 180° phase shading and amplitude shading of 
Seema pattern with a 10 dB down beam width of 152° was 
obtained. This was achieved in spite of a non-optimum 
radiating face geometry. 

Problems associated with the prototype transducer 
contributed to the failure of the program model to accurately 
predict fine scale details of the beam patterns obtained. 
ites likely that this was due in large part to the non- 
Uireormn motion of the radiating faces and the difficulty in 
obtaining a uniform phase shading. The non-uniform motion 
has been shown to be primarily a result of the strong coupling 
between the inner and outer radiating faces resulting from 
the use of a common backing place. The necessity of using 
a number of ceramic disks to drive the outer ring also 
contributed to the problems encountered. Baffle difficulties 


possibly further compounded the issue. The detrimental 
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effects of mutual radiation impedances could not be investi- 
gated and remain unknown. 

seince the design approach appears to be promising, 
further developmental work is recommended. Several simple 
fixes suggest themselves to alleviate some of the problems 
Of the prototype. It is suggested that in addition to 
being designed for 75 kHz operation, subsequent transducer 
designs incorporate the following modifications: 

(1) For mechanical simplicity each radiating face 
Should be driven by only one piezoelectric ceramic element. 

(2) Commensurate with the power requirements, minimal 
radiating face areas should be used to minimize flexural 
motions, especially in the outer annulus. 

(3) Each ceramic radiator element should be designed to 
operate independently in a half wave length longitudinal 
resonance mode. The use of a common backing plate should 
be avoided for experimental units. 

(4) The use of a pressure release material such as 
somite to surround the non-radiating surfaces of the trans- 
ducer elements should be investigated. Such a material 
could reduce coupling between elements of the transducer 
and, in addition, effectively decouple the transducer 
mesoltetrom the target vehicle. 

(S) The use of variable phase shading of the input 
voltages should also be investigated. This should allow 
Peon mlnmecontrol of the near field pressure phase 


shading. 


sy 





A transducer embodying these modifications should 
suffer fewer problems of the type so far encountered and 
should, hopefully, provide essentially predictable, in 


addition to controllable, radiation patterns. 
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